(b) (6)

Subject: Fw: Fence..
Date: Tuesday, June 25, 2013 2:52:01 PM

Hereisthe response.....we need to verify what they are sending.....

----- Origina Message -----

From: (DIGROIVIG)

Sent: Tuesday. June 25. 2013 02:49 PM
Cc:

Subject: RE: Fence..

All,
Thisiswhat ORMB provided for aresponse to Senator Colburn'srequest. It is current information. We only
provided what we currently have in inventory.

*  Current and proposed fencing, specifying where double-layer fencing will be deployed; (ORMB)

Response:
Current Primary Fencing

Currently deployed along the southwest border (‘ FY 13) — 352.1 miles

Big Bend Sector
Del Rio Sector —

Description:

Primary Fence (PF) uses (b) (7)(E) to impede illegal pedestrian and vehicular traffic. The standard
height for PF i QEIGJ; however, specific operational requirements can allow for the fence to be designed to greater
heights. In order to facilitate construction of the{(YNEI(R)] PF, the fence types are detailed to allow for panelized
installation methods. Fence panels are designed and detailed usin

Current Secondary Fencing

Currently deployed along the southwest border (‘ FY 13) — 36.3 miles

El Paso Sector —(QGQIC)
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San Diego Sector —
Tucson Sector
Y uma Sector —

Description:

Secondary Fencing (SF) asameans of Tl uses{{KE@ID)] to impedeillegal pedestrian traffic O GIE)
.. The standard height for SF ist; however, specific operational requirements can allow for the fenceto be
designed to greater heights. In order to facilitate construction of the [QX@IGNSF, the SF is detailed to allow for
panelized install ation methods. SF details use

Current Tertiary Fencing

Currently deployed along the southwest border (‘ FY 13) — 14.4 miles

Description:
Tertiary Fence (TF) use

Current Vehicle Fencing

Currently deployed along the southwest border (‘ FY 13) — 298.7 miles

Big Bend Sector {(YN@I(3)
El Centro Sector

El Paso Sector —
San Diego Sector -{OXQIG)
Tucson Sector (VXIS

Y uma Sector —

Description:
Vehicle Fence (VF) asameans of Tl uses
across the border

sectionsto resist illegal vehicular traffic

Current All Weather Roads

Currently deployed along the southwest border (‘ FY 13) — 145.7 miles
El Paso Sector [(QX@QIG)

Laredo Sector -

San Diego Sector —

Tucson Sector W

Y uma Sector —

Description:
All Weather or Border roads are generally oriented parallel with the border and are used for direct enforcement of
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the border. Border roads are typi callylaagﬁliii and are posted for [(QRGQIB! per hour travel. These roads shall be
designed t .

Current Border Lighting
Currently deployed along the southwest border (‘ FY 13) — 69.8 miles

El Centro Secto (b) (7)(E)
El Paso Sector

Description:

All border lighting enhances the ability for the Border Patrol to sustain situational awareness during hours of
darkness, maintain a visible presence,

Thank you,

(0)(6);(b)(7)(C)

Assistant Chief

United States Border Patrol

Strategic Planning, Policy and Analysis Division
Operational Requirements Management Branch

oOffice: [(QIGHOIGI® | Cell: (QICIQIGI®)
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(b) (6)

Subject:
Date: Tuesday, June 25, 2013 5:13:10 PM

Your assumption on lighting is correct. We report lighting in posts, not miles, but for this exercise,
miles may be better.
I’'m assuming we want to include all roads, not just all-weather W?

**Some corrections from below:

Total PF is 352.2 (it’s a rounding difference)

Total Secondary Qs right, its 36.2

Total Tertiary — Total is 14.4 (it’s a rounding difference)
Total VF is 298.8 (298.821 to be precise)

Big Bend Sector —[(QX®I3)] - 0.0 this is actually
El Centro Sector —((QX@IB) correct

El Paso Sector {()NEAI(R)] correct
San Diego Sector QAW correct

Tucson Sector (b) (7)(E)
Yuma Sector - [(OX@IBD)] correct

correct QIS

(b) (6)

10©)

From] .
Sent: Tuesday, June 25, 2013 3:54 PM
To: (b) (6)
Cc: (b) (6)

Subject: RE: Fence..
Importance: High

Team —

Highlighted and in red below are the differences between our data and OBP’s. Small variances, but
off nonetheless...

Their data for “roads” only includes all-weather access roads and is significantly lower than our
numbers. Also, OBP’s lighting data is reported out in miles. Does this mean the number miles
covered by existing lighting? | will be in early tomorrow to go over/finalize before submitting. Please
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feel free to provide input beforehand.

Thanks,

(b) (6)

From: (DIGEOIRI®)

Sent: Tuesday, June 25, 2013 2:52 PM

To: (b)(6)(b)(7)(C)

|
Cc: (0)(6):(D)(N)(C)

Subject: Fw: Fence..

Here is the response.....we need to verify what they are sending

————— Original Message -----

From: [(QIOFQOIGI(®)

Sent: Tuesday, June 25, 2013 02:49 PM

To: (b)(6);(b)(7)(C)

@d (b)(6);(0)(7)(C)

Subject: RE: Fence..

All,

This is what ORMB provided for a response to Senator Colburn's request. It is current information.

We only provided what we currently have in inventory.

. Current and proposed fencing, specifying where double-layer fencing will be deployed;

(ORMB)

Response:
Current Primary Fencing

Currently deployed along the southwest border (‘FY13) —352.1 miles —352.3

Big Bend Sector —[(QNGIS)
Del Rio Sector —
El Centro Secto
El Paso Sector —
Laredo Sector —

Rio Grande Valleyw
San Diego Sector

Tucson Sector (b) (7)(E)

Yuma Sector —
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Description:

Primary Fence (PF) uses (b) (7)(E) to impede illegal pedestrian and vehicular traffic.
The standard height for PF is however, specific operational requirements can allow for the
fence to be designed to greater heights. In order to facilitate construction of the [((JREID)] PF, the
fence types are detailed to allow for panelized installation methods. Fence panels are designed and

detailed using (b) (7)(E)

Current Secondary Fencing

Currently deployed along the southwest border (‘FY13) — 36.3 miles — This doesn’t add correctly with
the Sector totals below. Sector totals match but overall total should be 36.2.

El Paso Sector JONQIG)

San Diego Sector —
Tucson Sector
Yuma Sector —

Description:
Secondary Fencing (SF) as a means of Tl useJ(YX@IB)] to impede illegal pedestrian traffic QEGIE)
B < standard height for SF is QI however, specific operational requirements

can allow for the fence to be designed to greater heights. In order to facilitate construction of the

IXWIE) sF, the SF is detailed to allow for panelized installation methods. SF details us(YREISD)

Current Tertiary Fencing

Currently deployed along the southwest border (‘FY13) — 14.4 miles — This doesn’t add correctly
w/Sector totals below. Sector totals match but overall total should be 14.3.

El Paso Sector — (b) (7)(E)

San Diego Secto
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Yuma Sector (b) (7)(E)

Description:

Tertiary Fence (TF) uses (b) (7)(E)
I
I
I

Current Vehicle Fencing

Currently deployed along the southwest border (‘FY13) — 298.7 miles — 298.6

Big Bend Sector — (b) (7)(E)

El Centro Sector
El Paso Sector —
San Diego Secto
Tucson Sector —

Yuma Sector (XK@

Description:

Vehicle Fence (VF) as a means of Tl uses (b) (7)(E) sections to resist illegal
vehicular traffic across the borde (b) (7)(E)

Current All Weather Roads
Currently deployed along the southwest border (‘FY13) — 145.7 miles

El Paso Sector
Laredo Sector
San Diego Sector —
Tucson Sector

b) (7)(E
Yuma Sector— )( )( )

Description:
All Weather or Border roads are generally oriented parallel with the border and are used for direct
enforcement of the border. Border roads are typically [(X@IE] and are posted folOIGIGMper

hour travel. These roads shall be designed tg (b) (7)(E) :

Current Border Lighting - Does the mileage below reflect how many miles are covered under
existing lighting?

Currently deployed along the southwest border (‘FY13) — 69.8 miles
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El Centro Sector (b) (7)(E)

El Paso Sector —
Rio Grande Valley Sector - KNG
San Diego Sector —{)RX@(S)

s () (7)(E)

Description:

All border lighting enhances the ability for the Border Patrol to sustain situational awareness during

hours of darkness, maintain a visible presence (b) (7)(E)

Thank you,

(b)(6);(b)(7)(C)

Assistant Chief

United States Border Patrol

Strategic Planning, Policy and Analysis Division Operational Requirements Management Branch

Office: (QIGHOIQI®) | Cell {QIGHOIGI(®)
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(b) (6)

Subject: RE: Fence..

Date: Tuesday, June 25, 2013 4:54:14 PM
Importance: High

Team —

Highlighted and in red below are the differences between our data and OBP’s. Small variances, but
off nonetheless...

Their data for “roads” only includes all-weather access roads and is significantly lower than our
numbers. Also, OBP’s lighting data is reported out in miles. Does this mean the number miles
covered by existing lighting? | will be in early tomorrow to go over/finalize before submitting. Please
feel free to provide input beforehand.

Thanks,

(b) (6)

From: (b) (6)

Sent: Tuesday, June 25, 2013 2:52 PM

To: (b) (6)
N
Cc: (b) (6)

Subject: Fw: Fence..
Here is the response.....we need to verify what they are sending.....
————— Original Message -----

From: [(QIGHEIGI(®)

Sent: Tuesday, June 25, 2013 02:49 PM

N (D) (6)

Subject: RE: Fence..
All,

This is what ORMB provided for a response to Senator Colburn's request. It is current information.
We only provided what we currently have in inventory.

. Current and proposed fencing, specifying where double-layer fencing will be deployed;
(ORMB)
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Response:
Current Primary Fencing

Currently deployed along the southwest border (‘FY13) —352.1 miles —352.3

Big Bend Sector
Del Rio Sector —
El Centro Secto
El Paso Sector —
Laredo Sector —
Rio Grande Valley Sector —[(()X@IE)
San Diego Sector —[(DNGIE)

Tucson Sector (8)) (7)(EL)
Yuma Sector — .

Description:

Primary Fence (PF) uses (b) (7)(E) to impede illegal pedestrian and vehicular traffic.
The standard height for PF is however, specific operational requirements can allow for the
fence to be designed to greater heights. In order to facilitate construction of the ((JREID)] PF, the
fence types are detailed to allow for panelized installation methods. Fence panels are designed and

detailed using (b) (7)(E)
1

Current Secondary Fencing

Currently deployed along the southwest border (‘FY13) — 36.3 miles — This doesn’t add correctly with
the Sector totals below. Sector totals match but overall total should be 36.2.

El Paso Sector — (NI

San Diego Sector — (b) (7)(E)
Tucson Sector (Y@
Yuma Sector —

Description:

Secondary Fencing (SF) as a means of Tl uses [(QK@IR] to impede illegal pedestrian traffi{QXQIE

_. The standard height for SF is @RI however, specific operational requirements
can allow for the fence to be designed to greater heights. In order to facilitate construction of the

OXWIE ) SF, the SF is detailed to allow for panelized installation methods. SF details us(S) €IS
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(b) (")(E)

Current Tertiary Fencing

Currently deployed along the southwest border (‘FY13) — 14.4 miles — This doesn’t add correctly
w/Sector totals below. Sector totals match but overall total should be 14.3.

El Paso Sector {(YXEID)

San Diego Sector —(QKQI(3)]
Yuma Sector —[(QKQIG)

Description:

Tertiary Fence (TF) uses (b) (7)(E)

Current Vehicle Fencing

Currently deployed along the southwest border (‘FY13) — 298.7 miles — 298.6

Big Bend Sector ( ) ( )( )
El Centro Sector b 7 E

El Paso Sector —
San Diego Secto
Tucson Sector —

Yuma Sector - [(QX@IE)

Description:

Vehicle Fence (VF) as a means of Tl uses (b) (7)(E) sections to resist illegal
vehicular traffic across the borde (b) (7)(E)

Current All Weather Roads

Currently deployed along the southwest border (‘FY13) — 145.7 miles

El Paso Sector {OXGIG)
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Laredo Sector —[(OXQIBE)
San Diego Sector —[(DNGI(E)

Tucson Sector (b) (7)(E)
Yuma Sector —
Description:

All Weather or Border roads are generally oriented parallel with the border and are used for direct
enforcement of the border. Border roads are typically [(QX@IE] and are posted fo{QKQIB) per

hour travel. These roads shall be designed tg (b) (7)(E) :

Current Border Lighting - Does the mileage below reflect how many miles are covered under
existing lighting?

Currently deployed along the southwest border (‘FY13) — 69.8 miles

El Centro Secto (b) (7)(E)

El Paso Sector —

Rio Grande Valley Sector - K(OX@I(3D)]
San Diego Sector — I(JX@ID)

s (0) (7)(E)

Description:

All border lighting enhances the ability for the Border Patrol to sustain situational awareness during

hours of darkness, maintain a visible presence, (b) (7)(E)

Thank you,

(b)(6);(b)(7)(C)

Assistant Chief

United States Border Patrol

Strategic Planning, Policy and Analysis Division Operational Requirements Management Branch

Office: [(QIOHEIVI®) | cell: (QIOHOIQI(S)
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(b) (6)

Subject: FW: O-1 through O-3
Date: Wednesday, November 04, 2015 11:39:39 AM
Attachments: RGV SPC 2013 Issue Paper - RGV Redefine PF 225 Fence Requirements for O-....pdf

(b) (6)

See attached, it seems that the decision was made in 2013 that we would not build fence along the
alignment and so this brings up the question should we pursue further the properties.

Just providing more info for you.

Regards,
(b) (6)

From: [IOXG)

Sent: Wednesday, November 04, 2015 10:29 AM
To:
Subject: RE: O-1 through O-3

(b) (6)

| found the MFR from RGV Sector saying no more fence for 0-1,2,3.
Please see attached.

v/r

(b) (6)

From: BIN(X®)

Sent: Wednesday, November 04, 2015 10:03 AM

To: (b) (6)

Subject: FW: O-1 through O-3

BIQ below email was from (b) (6) re OBP’s consideration of constructing Tl

other than Fence in the 0-1,2,3 swath based upon the purpose the government asserted in the
original taking —i.e. when it filed the original condemnations.

There was subsequently a white paper drafted, which I'm working on getting a hold of.

v/r

(b) (6)

From: (b) (6)

Sent: Tuesday, November 12, 2013 12:34 PM

To: (b) (6)
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Ce: (b) (6)

Subject: O-1 through O-3

ME
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This communication might contain communications between attorney and
client, communications that are part of the agency deliberative process, or
attorney-work product, all of which are privileged and not subject to
disclosure outside the agency or to the public. Please consult with the Office
of Assistant Chief Counsel, Indianapolis, U.S. Customs and Border Protection
before disclosing any information contained in this email.
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PIGE) (b) (7)(E)

(b) (7)(E) o
I (b) (7)(E)
(b) (7)(E)
(b) (7)(E)
(b) (7)(E) (b) (7)(E)
(b) (7)(E)

(b) (6), (b) (7)(C)
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(0) (5)

EOIONE.
(0) (5)

()r
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EZAISA6
Cross-Out


(0) (7)(E), (b) (5)

BBBBBBBBBBBBBBBBB


EZAISA6
Cross-Out


(0) (7)(E), (b) (5)

BBBBBBBBBBBBBBBBB


EZAISA6
Cross-Out


(0) (7)(E), (b) (5)

BBBBBBBBBBBBBBBBB


EZAISA6
Cross-Out


(0) (7)(E), (b) (5)

BBBBBBBBBBBBBBBBB


EZAISA6
Cross-Out


(b) (6)

Cc:
Subject: Re: Fence..
Date: Tuesday, June 25, 2013 6:10:24 PM

Thanks everyone for working together...

From: (b) (6)

Sent: Tuesday, June 25, 2013 04:13 PM

(b) (6)

Subject: RE: Fence..

Your assumption on lighting is correct. We report lighting in posts, not miles, but for this exercise,

miles may be better.
I’'m assuming we want to include all roads, not just all-weather .(b) (6)

**Some corrections from below:

Total PF is 352.2 (it’s a rounding difference)
Total Secondary -w is right, its
Total Tertiary — Total is(it’s a rounding difference)

Total VF is l{ONEI(SW to be precise)

this is actually §il

Big Bend Sector —
El Centro Sector
El Paso Sector — correct
San Diego Secto correct

Tucson Sector (b) (7)(E) correct RAEC)
Yuma Sector {(REI(S)] correct

correct

bberry)

(b) (6)
From: (b) (6)

Sent: Tuesday, June 25, 2013 3:54 PM

Subject: RE: Fence..
Importance: High
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Team —

Highlighted and in red below are the differences between our data and OBP’s. Small variances, but
off nonetheless...

Their data for “roads” only includes all-weather access roads and is significantly lower than our
numbers. Also, OBP’s lighting data is reported out in miles. Does this mean the number miles
covered by existing lighting? | will be in early tomorrow to go over/finalize before submitting. Please
feel free to provide input beforehand.

Thanks,

(b) (6)

From: (b) (6)

Sent: Tuesday, June 25, 2013 2:52 PM

To: (b) (6)
N
Cc: (b) (6)

Subject: Fw: Fence..

Here is the response.....we need to verify what they are sending.....

————— Original Message -----

rrom-(QICKEIQIS)
Sent: Tuesday, June 25, 2013 02:49 PM
To: (b) (6)

ce: ) (6)

Subject: RE: Fence..

All,
This is what ORMB provided for a response to Senator Colburn's request. It is current information.
We only provided what we currently have in inventory.

. Current and proposed fencing, specifying where double-layer fencing will be deployed;
(ORMB)

Response:
Current Primary Fencing

Currently deployed along the southwest border (‘FY13) — 352.1 miles —352.3

Big Bend Sector — [(QXQIBE)]
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Del Rio Sector —
El Centro Sector|
El Paso Sector —
Laredo Sector —

Rio Grande Valley Sector {{()NE(3)]

San Diego Secto (b) (7)(E)
Tucson Sector —

Yuma Sector - [(QX@IE)

Description:

Primary Fence (PF) uses (b) (7)(E) to impede illegal pedestrian and vehicular traffic.
The standard height for PF is; however, specific operational requirements can allow for the
fence to be designed to greater heights. In order to facilitate construction of the {((JREID)] PF, the
fence types are detailed to allow for panelized installation methods. Fence panels are designed and

detailed using (b) (7)(E)
1

Current Secondary Fencing

Currently deployed along the southwest border (‘FY13) — 36.3 miles — This doesn’t add correctly with
the Sector totals below. Sector totals match but overall total should be 36.2.

El Paso Sector {{(NEI)

San Diego Sector — (NGB
Tucson Sector[(YNGIE)
Yuma Sector

Description:

Secondary Fencing (SF) as a means of Tl useJ(YX@IB)] to impede illegal pedestrian traffic QEGIE)
_. The standard height for SF is QR@I@ however, specific operational requirements

can allow for the fence to be designed to greater heights. In order to facilitate construction of the

OXWI(R)] sF, the SFis detailed to allow for panelized installation methods. SF details use [(NGI()

_f the SF; however, analysis should be completed to determine the most cost-
effective solution

BW11 FOIA CBP 002161



Current Tertiary Fencing

Currently deployed along the southwest border (‘FY13) — 14.4 miles — This doesn’t add correctly
w/Sector totals below. Sector totals match but overall total should be 14.3.

El Paso Sector [N @I(E)
San Diego Sector —(QKQI(3)]

Yuma Sector {OXQIG)

Description:

Tertiary Fence (TF) uses (b) (7)(E)
]
I
I

Current Vehicle Fencing
Currently deployed along the southwest border (‘FY13) — 298.7 miles — 298.6

Big Bend Sector ( ) ( )( )
El Centro Sector b 7 E

El Paso Sector —
San Diego Secto
Tucson Sector —

Yuma Sector - [(QX@IE)

Description:

Vehicle Fence (VF) as a means of Tl uses (b) (7)(E) sections to resist illegal
vehicular traffic across the border (b) (7)(E)

Current All Weather Roads

Currently deployed along the southwest border (‘FY13) — 145.7 miles

El Paso Sector (b) (7)(E)
Laredo Sector —|
San Diego Sector —

Tucson Sector
Yuma Sector —

Description:
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All Weather or Border roads are generally oriented parallel with the border and are used for direct
enforcement of the border. Border roads are typically (K@Y and are posted folQRQIE)] per
hour travel. These roads shall be designed to ({S)KEAI{>)]

Current Border Lighting - Does the mileage below reflect how many miles are covered under
existing lighting?

Currently deployed along the southwest border (‘FY13) — 69.8 miles

El Centro Secto

El Paso Sector (b) (7)(E)
Rio Grande Valley Sector - K(OX@I(3D)!
San Diego Sector —{)RX@(S)
Tucson Sector — I(OIQI(3)
Yuma Sector — (X QI(3)

Description:

All border lighting enhances the ability for the Border Patrol to sustain situational awareness during

hours of darkness, maintain a visible presence, (b) (7)(E)

Thank you,

(b)(6);(b)(7)(C)

Assistant Chief

United States Border Patrol

Strategic Planning, Policy and Analysis Division Operational Requirements Management Branch

Office (QIGHPIVI®) | cell: (QIOHOIWI(S)
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From: (0)(6);(b)(7)(C)

To:

WIC
Subject:

Date: Tuesday, June 25, 2013 2:49:59 PM
All,

Thisiswhat ORMB provided for aresponse to Senator Colburn's request. It is current information. We only
provided what we currently have in inventory.

e Current and proposed fencing, specifying where double-layer fencing will be deployed; (ORMB)

Response:
Current Primary Fencing

Currently deployed along the southwest border (* FY 13) — 352.1 miles

Big Bend Sector [(OX@IE)
Del Rio Sector —
El Centro Sector
El Paso Sector —
Laredo Sector —

Description:

Primary Fence (PF) uses (b) (7)(E) to impedeillegal pedestrian and vehicular traffic. The standard
height for PF is{QIG however, specific operational requirements can allow for the fence to be designed to greater
heights. In order to facilitate construction of the[(YXE@IE)] PF. the fence types are detailed to allow for panelized
installation methods. Fence panels are designed and detailed usin

Current Secondary Fencing

Currently deployed aong the southwest border (‘ FY 13) — 36.3 miles

s> ()5

Tucson Sector

(b) (7)(E)
Y uma Sector —-

Description:

Secondary Fencing (SF) asameans of Tl uses[(QNE@IR)] to impedeillegal pedestrian traffic O XGI(E)

[l The standard height for SF is|QI8J; however, specific operational requirements can allow for the fence to be
designed to greater heights. In order to facilitate construction of the SF, the SF is detailed to alow for
panelized install ation methods. SF details use
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(b) (7)(E)

Current Tertiary Fencing
Currently deployed along the southwest border (‘ FY 13) — 14.4 miles

El Paso Sector — [QIQIG)

San Diego Sector —
Y uma Sector —

Description:
Tertiary Fence (TF) uses to delineate property limits and/or the limits of the Tl corridor.

Current Vehicle Fencing
Currently deployed along the southwest border (‘ FY 13) —298.7 miles

Big Bend Sector () NEAI(S)]
El Centro Sector
El Paso Sector —
San Diego Secto
Tucson Sector —
Y uma Sector —[(OX@GIE)

Description:
Vehicle Fence (VF) asameans of Tl uses
across the border

sectionsto resist illegal vehicular traffic

Current All Weather Roads

Currently deployed along the southwest border (‘ FY 13) — 145.7 miles

El Paso Sector
Laredo Sector

Y uma Sector —

Description:
All Weather or Border roads are generally oriented parallel with the border and are used for direct enforcement of

the border. Border roads are typi callyliililiii and are posted for [QRQIB)] per hour travel. These roads shall be
designed to .

Current Border Lighting

Currently deployed along the southwest border (‘ FY 13) — 69.8 miles

El Centro Sector[{o)REAT(=
El PasoSector— )( )( )
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Y uma Sector

Description:

All border lighting enhances the ability for the Border Patrol to sustain situational awareness during hours of

darkness, maintain a visible presence,

Thank you,

()(6);(b)(7)(C)

Assistant Chief

United States Border Patrol

Strategic Planning, Policy and Analysis Division
Operational Requirements Management Branch

Office: (QIGHOIGI®)] | Cell: OIGFOIGI(®)
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